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(a) The vessel trades only between 
ports or places within the United 
States, its territories or possessions; 

(b) The vessel loads cargo only at 
ports or places listed in the exemption; 

(c) Except as allowed under § 157.41 (a) 
and (b) of this part, any ballast water, 
except segregated ballast discharged in 
accordance with § 157.43(b) of this part, 
and any tank washing or oil cargo resi-
dues are: 

(1) Retained on board; or 
(2) Transferred to a shore-based re-

ception facility that is listed in the ap-
plication for exemption, or in the case 
of an emergency or a shipyard entry, 
an alternative acceptable to the cog-
nizant Officer in Charge, Marine In-
spection; 

(d) The vessel loads only those car-
goes listed in the exemption; and 

(e) The letter under § 157.306 that 
grants the exemption is on board the 
vessel; or 

(f) The certificate of inspection bear-
ing the following endorsement is on 
board the vessel: 

Exempted under 33 CFR 157.306 from 
the requirements of (33 CFR 157.10a or 
157.10c, whichever is appropriate, will be 
inserted). This vessel may not discharge 
cargo in any foreign port, nor may it 
load cargo in a port other than the fol-
lowing: (a list of ports contained in the 
application that is accepted by the Coast 
Guard for the exempted vessel will be in-
serted here). 

[CGD 79–126, 46 FR 3513, Jan. 15, 1981, as 
amended by CGD 82–28, 50 FR 11630, Mar. 22, 
1985; USCG–2000–7641, 66 FR 55573, Nov. 2, 
2001] 

Subpart G—Interim Measures for 
Certain Tank Vessels Without 
Double Hulls Carrying Petro-
leum Oils 

SOURCE: CGD 91–045, 59 FR 40188, Aug. 5, 
1994, unless otherwise noted. 

§ 157.400 Purpose and applicability. 

(a) The purpose of this subpart is to 
establish mandatory safety and oper-
ational requirements to reduce envi-
ronmental damage resulting from pe-
troleum oil spills. 

(b) This subpart applies to each tank 
vessel specified in § 157.01 of this part 
that— 

(1) Is 5,000 gross tons or more; 
(2) Carries petroleum oil in bulk as 

cargo or oil cargo residue; and 
(3) Is not equipped with a double hull 

meeting § 157.10d of this part, or an 
equivalent to the requirements of 
§ 157.10d, but required to be equipped 
with a double hull at a date set forth in 
46 U.S.C. 3703a (b)(3) and (c)(3). 

[CGD 91–045, 61 FR 39788, July 30, 1996, as 
amended by USCG–2000–7641, 66 FR 55573, 
Nov. 2, 2001] 

§ 157.410 Emergency lightering re-
quirements for oil tankers. 

Each oil tanker, to which this sub-
part applies, shall carry the equipment 
listed in paragraphs (a), (b), and (c) of 
this section. This equipment shall be 
located on the main deck, in the cargo 
control room, in the pump room, or in 
the forecastle locker. This equipment 
must be protected from the weather 
and must be stored in one separate and 
marked location which is as convenient 
to the cargo manifold, as is prac-
ticable. 

(a) Reducers, adapters, bolts, wash-
ers, nuts, and gaskets to allow at least 
two simultaneous transfer connections 
to be made from the vessel’s cargo 
manifold to 15-centimeter (6-inch), 20- 
centimeter (8-inch), and 25-centimeter 
(10-inch) cargo hoses. All reducers must 
be permanently marked with sizes. 

(b) One extra set of adapters, bolts, 
washers, nuts, and gaskets per reducer 
set must be carried as spares. 

(c) Reducers, bolts, and gaskets must 
meet the requirements of 46 CFR 56.25. 
Cast iron and malleable iron must not 
be used. 

[CGD 91–045, 59 FR 40188, Aug. 5, 1994, as 
amended by CGD 91–045, 61 FR 39789, July 30, 
1996; USCG–1998–3799, 63 FR 35531, June 30, 
1998] 

§ 157.415 Bridge resource management 
policy and procedures. 

(a) Not later than February 1, 1997, a 
tankship owner or operator shall pro-
vide written policy and procedures to 
masters and officers in charge of the 
navigational watch concerning the 
need for continuously reassessing how 
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bridge-watch resources are being allo-
cated and used, based on bridge re-
source management principles. This 
written policy and procedures must in-
clude vessel and crew specific examples 
that address the following: 

(1) The number of qualified individ-
uals that should be on watch to ensure 
that all duties can be performed effec-
tively. 

(2) The appropriate qualifications of 
all members of the navigational watch, 
the importance of confirming that all 
members of the watch are fit for duty, 
and the need to ensure that all mem-
bers of the navigational watch are not 
impaired by fatigue. 

(3) The need to take into account any 
known limitation in qualifications or 
fitness of individuals when making 
navigational and operational decisions. 

(4) The need to be clear and unambig-
uous in assigning duties and the need 
to establish that the individual under-
stands his or her responsibilities. 

(5) The need to perform tasks in a 
clear order of priority and to adjust the 
priority of tasks as circumstances may 
require. 

(6) The importance of assigning and 
reassigning members of the watch to 
locations where they can perform their 
duties most effectively. 

(7) Conditions that warrant task re-
assignment among members of the 
watch. 

(8) The instruments and equipment 
necessary for the effective performance 
of each task and appropriate actions if 
the instruments and equipment are not 
available or not functioning properly. 

(9) The need for, and examples of, 
clear, immediate, reliable, and relevant 
communication among members of the 
navigational watch. 

(10) The action to be taken to sup-
press, remove, and avoid nonessential 
activity and distractions on the bridge. 

(11) The importance of collecting, 
processing, and interpreting all essen-
tial information and making it conven-
iently available to other members of 
the navigational watch and the pilot, 
as necessary to perform their duties. 

(12) The need to ensure that non-
essential materials are not placed on 
the bridge. 

(13) The need to ensure that members 
of the navigational watch are prepared 

to respond at all times efficiently and 
effectively to changes in cir-
cumstances. 

(b) Beginning not later than Feb-
ruary 1, 1997, a tank barge owner or op-
erator shall not permit the barge to be 
towed unless those individuals assigned 
to duties that are similar to the duties 
of the officer in charge of a naviga-
tional watch on the primary towing 
vessel have been provided written 
bridge resource management policy 
and procedures as specified in para-
graph (a) of this section. 

[CGD 91–045, 61 FR 39789, July 30, 1996] 

§ 157.420 Vessel specific watch policy 
and procedures. 

(a) Not later than February 1, 1997, 
the owner or operator of a tankship 
shall provide written policy and proce-
dures to masters concerning the need 
for each individual who is newly em-
ployed on board the vessel to have a 
reasonable opportunity to become fa-
miliar with the shipboard equipment, 
operating procedures, and other ar-
rangements needed for the proper per-
formance of their duties, before being 
assigned to such duties. This written 
policy and procedures shall be followed 
by the master and shall include the fol-
lowing: 

(1) Allocation of a reasonable and ap-
propriate time period for each newly 
employed individual to allow him or 
her the opportunity to become ac-
quainted with the following: 

(i) The specific equipment the indi-
vidual will be using or operating; and 

(ii) The vessel specific watchkeeping, 
safety, environmental protection, and 
emergency procedures and arrange-
ments the individual needs to know to 
perform the assigned duties properly. 

(2) Designation of a knowledgeable 
crew member who will be responsible 
for ensuring that an opportunity is pro-
vided to each newly employed indi-
vidual to receive essential information 
in a language the individual under-
stands. 

(b) Beginning not later than Feb-
ruary 1, 1997, a tank barge owner or op-
erator shall not permit the barge to be 
towed unless those individuals assigned 
to duties as master or operator on the 
primary towing vessel have been pro-
vided written policy and procedures as 
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